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QUARTZ SYNTHESIZED AM/FM TUNER 
ae Le 


Slim-line Quartz Synthesized Tuner 
with 6AM/6FM Memory Presets and Direct Call System 


T-25 


Quartz Synthesizer 


The Most Accurate Tuning System 
Known ; 

The quartz synthesizer represents the 
ultimate tuning system. Station mistuning 
is impossible, no matter how bunched up 
they are. All frequencies are locked in 
with quartz accuracy, and station selec- 
tion is pushbutton positive. Up to twelve 
AM/FM stations, six per band, can be 
stored in the unit’s permanent memory 
for direct recall at a touch. Moreover, the 
frequency is digitally displayed and an 
LED lights up below the selected station 
window for instant identification. Two 
pushbuttons, one for up, the other for 
down, permit dial scanning in set in- 
crements. or continuously in both direc- 
tions. When you desire to program a 
station into the memory, you simply 
activate the memory, then press one of 
the direct call buttons. No matter how 
hard you try, you can never miss, or 
mistune, a station. For extra tuning con- 
venience, you have individual AM and FM 
selectors with LED indicators, a 4-LED 
signal strength indicator for accurate 
antenna positioning, and an LED stereo 
eye to tell you when an FM broadcast is 
being multiplexed. AM/FM tuning was 
never this simple, or this positive. 

For certain European markets, a T-25L 
model is available with an additional 
LW band. 


Direct Call System 

Another great thing about the T-25 is 
there’s no dial knob to fiddle and fumble 
around with. In its place you'll find a neat 
row of soft-touch pushbuttons. Six in all. 


These are used to program preselected. 


stations, up to six of the most frequently 
listened to on each band, into the unit’s 
memory. Then, when you wish to listen to 
any one of them, you simply select the 
band and push the appropriate preset 
station button. Recall is direct. You can 
also transfer any of the preset fre- 
quencies to other channels as well. This 
saves you the trouble of having to retune 
the same stations whenever you wish to 
update the memory. 

Permanent Memory with DC Backup 
Memories in the past have had the most 
annoying habit of automatically depro- 
gramming themselves whenever the 
power was interrupted, either as a result 
of a power failure or unplugging the unit. 
This is not so with the T-25. By providing 
the memory with its own DC backup 
powered by two 1.5V batteries, Onkyo has 
given the T-25 a permanent memory 
capability. This means that the stations 
you want memorized stay memorized, 
until you decide to change them. Another 
feature is the memory’s capability to 
remember the last station listened to 
before switch off. This same station is 
automatically received again on switch 
on. 


Features at a Glance 


© Quartz synthesized tuning system that makes it 
impossible to mistune stations. 

e Digital frequency display for visual identification 
of stations on all bands. 

e Direct Call system with six presets individually 
identified by LED and station window. 

e Up/down buttons for manual tuning either 
continuously or in set increments. 

° Permanent memory with DC backup and 
automatic last station retune capability on switch 
on. 

e LED signal strength indicator for determining the 
best antenna position. 

e LED stereo eye for confirming FM multiplex 
broadcast reception. 

e Memory, FM and AM selectors with LED in- | 
dicators. (T-25L has an extra LW button and 
LED) | 
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Tuning Range 


Usable Sensitivity 
AM: 25yV 


FM mono: 2.0uV (IHF) 1.64V (DIN)/0.8uV (DIN 75Q) 


MW: 25uV LW: 35uV 

FM mono: 16.1d0Bf, 3.5uV 
FM stereo: 36.1dBf, 35uV 
FM: 1.5dB 

FM: 45dB_ AM: 45dB 
FM: 85dB AM:30dB 

FM mono: 73dB 
AM: 40dB 

FM: 60cB IHF (+400kHz) 


50dB Quieting 
Sensitivity 

Capture Ratio 

Image Rejection Ratio 

IF Rejection Ratio 

Signal to Noise Ratio 


Alternate Channel 
Attenuation 


AM Suppression Ratio FM: 50dB 


Total Harmonic Distortion FM mono: 0.15% AM: 0.8% 


FM stereo: 0.25% 
MW: 0.8% LW: 0.8% 
FM: 30-15,000Hz +1.5dB 
FM: 40cB at 1kHz 


30dB at 100-10,000Hz 


Frequency Response 
Stereo Separation 


FM: 87.9-107.9MHz AM:530-1,620kHz 
FM: 87.5-108MHz MW: 522-1.611kHz 
LW: 146-353kHz 
FM mono: 10.8dBf, 1.9uV FM stereo: 17.2dBf, 4.0uV 


FM stereo: 


Output Voltage 
Muting Level 


Controls 


Output 


65dB Outputs Voltage 


Antennas 


Semiconductors 


Weight 


Power Supply Rating 


Dimensions (WxHxD) 


FM: 500mV AM:150mV 

FM: 11.2dBf, 2.0uV 

AC 120 volts, 60Hz (U.S.A. & Cananda model) 
or 120/220 volts, 50/60Hz, 

220 volts, 50/60Hz, 240 volts, 50/60Hz 
POWER 

SELECTOR (FM, AM) (FM-MW-LW) wiindicator 
TUNING (up, down) 

PRE-SET KEYx6 (FMx6, AMx6) (FIM/MW/LW 
total.18) 

MEMORY KEY 

AC OUTLET (U.S.A. & Canada model) 

FM: 500mV AM: 150mV 

FM: 300 balanced and 752 unbalanced 

AM: bui 


418x72x275mm 
3.4kg 7.5 Ibs. 


16-1/2" x 2-7/8" x 10-13/16" 


e Above specifications are for U.S'A. & Canada model. 


tions printed in Green 


for T-25L mode 


e Specifications and design are subject to change without notice. 
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